
Installation instructions for ANRIN Yard sumps

With ANRIN drainage systems, accumulating rainwater should be drained safely and quickly. Moreover, the structural elements have 
the task of accommodating dynamic loads arising from traffic-related demands and dispersing them to the area of the foundation

When selecting, planning and installing ANRIN drainage systems, the following technical regulations must be observed in their 
respective valid versions.

The following installation guidelines are schematic representations. These are provided as examples and are non-binding. The 
information provided here is based on our long-term experience in excavation and road construction as well as the state-of-the-art 
technology. Despite this, designers and planners are always obligated to check the products and the installation instructions for their 
appropriateness. The example details are simplified recommendations for execution. Constructions are to be re-created on a project-
specific basis.
Important: Insert gratings for the installation.

1. Install the pipeline to the yard sump. Excavate
the trench and fill in the concrete bed of 3 parts 
sand + 1 part water + 1 part cement. When 
installing a yard sump with raising piece, observe 
the corresponding installation depth.

5. Fit the cover grating.

3. Align the yard sump horizontally. Fill in the
concrete bed and raise it at the sides of the
sump unit.

6. Install paving. The layer should end 2 to 5 mm
higher than the cover grating.

4. Fill the pit with gravel and compact carefully.

2. Place the yard sump on the concrete bed and
align. Connect the pipeline. With connection of a
rainfall pipe, make the perforation on the raising
piece and fit the pipe socket. Connect the fall pipe.
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